
 

FUTURELIGHT DJ-Head 250 Wash
DJ Moving-Head Washlight

Réf. : 51839540
GTIN: 4026397229820

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397229820

Poids: 27,85 kg

Longueur: 0.51 m

Largeur: 0.48 m

Hauteur: 0.55 m

Description:

A classic!
For football it is a match versus Germany and England. For the music business it is a Beatles or
a Stones song: a classic. In the lighting technology there are also classics. One of them is our
DJ-Head that is equipped with numerous functions - such as the frost filter for a softer beam or
the beam shape effect , for example - and that has really proved itself. Moreover, in comparison
with the PHP-series, this washlight is even a bit cheaper. So why always aspiring to innovations
while elderly devices manifest their class anew, again and again?

Caractéristiques:

- CMY color mixing
- Motorized color wheel with additional 9 dichroic filters plus open
- Rainbow effect in both directions
- Frost-filter for softer beam
- Beam-shape effect: wide and flat beam can steplessly be rotated by 180°
- Shutter/dimmer unit allowing very smooth dimming and a strobe effect of 1-10 flash per sec. 
- Pan movement range 530°
- Tilt movement range 280°
- Automatic Pan/Tilt position correction 
- High luminous efficiency parabolic reflector
- Light output via fresnel lens with a diameter of 150 mm
- Radiation angle of gresnel lens manually adjustable between 8° and 22°
- High-quality stepper motors for smooth movements
- Control board with 4-digit display for adjusting the DMX starting address
- For MSD/HSD 250, MSD 250/2 lamp
- DMX control via every standard DMX controller

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn51839540.html


Données techniques:

Alimentation électrique: 230 V AC, 50 Hz

Puissance totale de raccordement: 700 W

Mouvement de basculement max.TILT: 280° Positionnement

Mouvement de pivotement max. PAN: 530° Positionnement

Fréquence du flash: 1 - 10 Hz

Canaux DMX: 13

Dimension: Longueur : 43,50 cm

Poids: 25,50 kg

DMX channels: 13

DMX connection: 3-pin XLR

Flash-rate: 10 Hz

Color-system: CMY color-mixture

Color-wheel: 9 dichroic filters and open

Length of base (including handles): 435 mm

Width of yoke: 410 mm

Height (head horizontal): 500 mm

Spécifications juridiques  

Produit spécial: Non destiné à l'éclairage de la pièce dans les
ménages

Utilisation: Éclairage pour effets de spectacle
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