
 

EUROLITE LED SLS-127 RGB Segment Effect 10mm Floor
Slimline segment effect LED spot with 127 x 10 mm RGB LED

Réf. : 51915277
GTIN: 4026397571400

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397571400

Poids: 1,45 kg

Longueur: 0.11 m

Largeur: 0.21 m

Hauteur: 0.22 m

Caractéristiques:

- Operable in stand-alone mode or via DMX
- DMX512 control possible via any commercial DMX controller (occupies max.7 channels)
- 3, 5 or 7 DMX channels selectable
- Flat housing form requires minimal space when rigging
- Second mounting bracket for safe standing installation
- Additional rubber feet when the spot shall be positioned on the floor without mounting bracket
- Comfortable addressing and setting via control panel with LED screen and four operating

buttons

- Equipped with 127 10mm LEDs: 43 x red, 42 x green, 42 x blue
- Six LED segments create marvelous lighting effects
- Functions: Static colors, three different color changes (2 x FC*, 1 x SC+) with adjustable speed,

RGB color mixture, strobe effect, dimmer, sound-control

- * FC = Fading Colors: uninterruptedly gradually fades out colors in a given period of time
- + SC = Switching Colors: uninterruptedly switches color in a given period of time
- Memory function
- Sound-control via built-in microphone
- Master/Slave for parallel operation of several devices
- Switch-mode power supply for operation between 100 and 240 volts
- Feed-through output allows to power up to 8 devices
- DMX512 control via regular DMX-controller
- Ready for connection via included IEC power cord with safety power plug
- Déjà préprogrammé pour %: Light´J; LED PC-Control 512

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn51915277.html


Données techniques:

Alimentation électrique: 100-240 V CA, 50/60 Hz

Préprogrammé dans: Light´J; LED PC-Control 512

Dimension: Largeur : 11 cm

 Profondeur : 21 cm

 Hauteur : 22 cm

Power consumption: 25 W

DMX channels: 3/5/7

DMX connection: 3-pin XLR

Sound-control: via built-in microphone

LED type: 10 mm

LED number: 127:43xR, 42xG, 42xB

Beam angle: 11°

Dimensions (W x D x H): 110 x 210 x 222 mm

Weight: 1 kg

Spécifications juridiques  

Produit spécial: Non destiné à l'éclairage de la pièce dans les
ménages

Utilisation: Éclairage pour effets de spectacle
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