
 

EUROLITE LED DFE-50 Beam flower effect
LED flower and matrix effect

Réf. : 51918527
GTIN: 4026397439991

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397439991

Poids: 4,85 kg

Longueur: 0.35 m

Largeur: 0.33 m

Hauteur: 0.36 m

Caractéristiques:

- DMX-controlled operation or stand-alone operation possible
- DMX512 control via any standard DMX controller (occupies 6 channels)
- Equipped with 2 x 9W TCL LEDs for the flower effect and 64 x 5mm LEDs in a Matrix
- The Matrix consists of 40 patterns in RGBAW (16 red, 20 green, 12 blue, 12 amber and 4 white)
- The centrally-mounted LEDs produce multicolored patterns and projections whereas the rotating

four-sided beam-effect fills the room with colorful light rays

- Each effect can be individually controlled via DMX
- Sound control via built-in microphone
- Microphone-sensitivity adjustable via rotary-control
- Auto mode
- Manual mode
- Master/Slave function
- Addressing and setting via DIP switches
- Rugged housing in an eye-catching design
- Ready for connection via enclosed IEC power cord with safety-plug
- Feed-through output allows to power another device
- After every 8 devices the fixtures must have a renewed connection with the power mains
- Switch-mode power supply allows for automatic power supply adaption between 100 and 240

volts without power selector

- Mounting bracket for installation on a truss system included
- Déjà préprogrammé pour %: LED PC-Control 512

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn51918527.html


Données techniques:

Alimentation électrique: 100-240 V CA, 50/60 Hz

Puissance totale de raccordement: 35,00 W

Préprogrammé dans: LED PC-Control 512

Dimension: Largeur : 26 cm

 Profondeur : 25,5 cm

 Hauteur : 28 cm

Poids: 3,65 kg

DMX channels: 6

DMX connection: 3-pin XLR

Sound-control: via built-in microphone

LED type: 9W TCL and 5 mm

LED number: 2 x TCL; 64 x 5 mm (16R, 20G, 12B, 12A, 4W)

Dimensions (L x W x H): 260 x 255 x 280 mm

Spécifications juridiques  

Produit spécial: Non destiné à l'éclairage de la pièce dans les
ménages

Utilisation: Éclairage pour effets de spectacle
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