
 

EUROLITE LED Strobe COB PRO 16x10W DMX
Stroboscope, 16 x LED COB 10 W et fréquence de flash ajustable

Réf. : 52200878
GTIN: 4026397588491

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397588491

Poids: 3,17 kg

Longueur: 0.39 m

Largeur: 0.24 m

Hauteur: 0.18 m

Description:

This LED strobe is equipped with 16 x 10-watt cold white COB LEDs and combines strobe,
chase and blinder effects. It lets you create both dynamic stage shows and the more low-key
effects in between with a single fixture.

You can choose from three different operation modes: master-slave, stand-alone and DMX
mode (5 DMX channels). The integrated microphone makes for great light effects to the rhythm
of the music.
The fixture has 3-pin DMX connectors as well as an IEC input to connect it to the mains.

Caractéristiques:

- Brightness and flash rate steplessly adjustable
- Elaborate reflector system
- 16 LED puissantes 10 W COB (Chip-on-board) blanc froid (CW)
- Effet stroboscope
- Commandé via stand-alone; DMX; commande de la musique via microphone
- Déjà préprogrammé pour LED PC-Control 512; Light Captain; Light´J
- Avec étrier

Données techniques:

Alimentation électrique: 100-240 V CA, 50/60 Hz

Puissance totale de raccordement: 165 W

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn52200878.html


Branchement électrique: Fixe câble d'alimentation à prise contact de
protection

 Tramite

Type de lampe: Lampe LED

Type de LED: 16 x 10 W COB (Chip-on-board) blanc froid (CW)

Canaux DMX: 5

Entrée DMX: 1 x XLR (M) 3 broches version encastrable

Sortie DMX: 1 x XLR (F) 3 broches version encastrable

Commande: Stand-alone; DMX; commande de la musique via
microphone

Préprogrammé dans: LED PC-Control 512; Light Captain; Light´J

Système d'enregistrement: Étrier

Dimension: Largeur : 36,5 cm

 Profondeur : 8,8 cm

 Hauteur : 22 cm

Poids: 2,82 kg
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