
 

EUROLITE LED DMX Flash 6000K/10mm LED
This strobe can do more than the others can!

Réf. : 52201810
GTIN: 4026397324181

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397324181

Poids: 4,15 kg

Longueur: 0.44 m

Largeur: 0.28 m

Hauteur: 0.17 m

Description:

Whitewashes everything!
Might a new technic be a curse for some, for most however it is a blessing. Using the example
of the EUROLITE LED DMX flash it becomes more than obvious. The LED technic helped here
in particular, making the strobe usage easier and more unproblematic. As many conventional
strobes implicate a cracking sound in the system when activated and also show a high power
usage, 336 white (6000 Kelvin) 10mm LEDs have been implied as a source of illumination. Lo
and behold, it is working. Not only that the exceptionally powerful LEDs show off  a more than
convincing light output, also the annoying crackle is a thing of the past. With this strobe you will
make friends, even with a technic grouch.

Caractéristiques:

- Controller-connection and synchronisation via two 3-pin XLR plugs
- DMX control via any standard DMX controller
- Brightness, strobe speed and DMX addressing via DIP switches
- Sound-control via built-in microphone
- Compact construction with high-quality metal housing
- Ready for connection with the enclosed power cord and safety-plug
- Also available in UV version
- Ideal for main halls, stages, lounges, small discotheques or mobile DJs
- Equipped with 336 x 10 mm white (6000 K) LEDs
- Advantages of LED technology: long life of the LEDs, low power consumption, minimal heat

emission, defacto maintenance free with brilliant light radiation

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn52201810.html


Données techniques:

Alimentation électrique: 230 V AC, 50 Hz

Puissance totale de raccordement: 45,00 W

Dimension: Largeur : 10 cm

 Profondeur : 38,5 cm

 Hauteur : 21 cm

DMX channels: 2

DMX connection: 3-pin XLR

Sound-control: via built-in microphone

Number of 10mm LEDs: 336

Beam angle: 35° 

Dimensions (L x W x H): 100 x 385 x 210 mm

Weight: 3.5 kg

Spécifications juridiques  

Produit spécial: Non destiné à l'éclairage de la pièce dans les
ménages

Utilisation: Éclairage pour effets de spectacle
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