
 

EUROLITE DF Control system
Control unit for DF-40 LED display

Réf. : 80503615
GTIN: 4026397423778

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397423778

Poids: 1,20 kg

Longueur: 0.20 m

Largeur: 0.17 m

Hauteur: 0.07 m

Caractéristiques:

- Control unit and PC software for controlling DF-40 LED displays
- Operation with the handy media player (80503610) or a network-compatible computer 
- Create stunning light shows for your displays with the included light effect software 
- Load your shows onto the included SD memory card for playback on the media player
- Ethernet input and output, LAN cable included

Données techniques:

Alimentation électrique: 100-240 V CA, 50/60 Hz

Puissance totale de raccordement: 10,00 W

Dimension: Largeur : 16 cm

 Profondeur : 15,5 cm

 Hauteur : 5 cm

Poids: 1,10 kg

Signal input: RJ45, CAT5e

Signal link: RJ45, CAT5e

Number of displays: max. 6 per control unit

Serial connection: max. 255 control units for PC operation

 max. 48 control units for media player operation 

Pixels: max. 3072

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn80503615.html


Dimensions (L x W x H): 160 x 155 x 50 mm

System requirements: Windows XP, Vista or 7

 Separate network card (100 Mbps)

 SD card reader
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