
 

OMNITRONIC EIO6-350 PA Mixing Amplifier
PA mixing amplifier with CD receiver

Réf. : 80709869
GTIN: 4026397504088

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397504088

Poids: 16,90 kg

Longueur: 0.54 m

Largeur: 0.49 m

Hauteur: 0.18 m

Caractéristiques:

- 6 PA zone outputs (100 V), independently switchable on the front panel
- Amplifier output power: 1 x 350 W RMS 
- Master PA output (70 V and 100 V)
- Output for low-impedance speakers (4-16 ohms)
- FM/AM tuner with 24 memory places and station finding
- CD/MP3 player for CD-DAs, CD-Rs, CD-RWs
- SD card slot and USB input 
- Front aux input (3.5 mm jack)
- Plays WAV, WMA, MP3 (CBR and VBR files)
- Blue backlit LCD with ID3 tag indication (song, artist, album)
- Loudness function
- Folder navigation 
- +10 and -10 button
- Repeat functions, random play, scan
- 3 microphone inputs (6.3 mm jack, unbal.) with separate level controls 
- Input 1 with adjustable priority circuit
- 3 line inputs (stereo RCA) with separate level controls, 1 line output (stereo RCA) 
- 2-way tone control (treble, bass)
- 7-fold LED level display
- Protection circuits with LED indication: over current, short circuit, turn-on delay
- Rack installation
- 2 HE
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Données techniques:

Alimentation électrique: 230 V AC, 50 Hz

Puissance totale de raccordement: 700,00 W

Puissance de sortie: 350 W RMS

Plage de fréquence: 80 - 16000 Hz

Lecteur audio: USB + SD + lecteur de CD

Commutation: Class AB

Égaliseur: Master: 1 x Régulateur 2 bandes Mono

Conception du boîtier: 2 HE

Dimension: Largeur : 48,3 cm

 Profondeur : 38,5 cm

 Hauteur : 8,9 cm

Poids: 12,30 kg

Output power: 350 W RMS

Output type: 70 V, 100 V or 4-16 ohms

Mic inputs: 5 mV, 600 ohms

Line inputs: 300 mV, 10 kohms

Speaker connectors: Screw connectors, terminal block

Distortion: 0.5 % (1 kHz)

S/N ratio: 85 dB (line), 75 dB (mic)

Tuner channel: FM 87-108 Hz

 AM 522-1,161 Hz

Tuner step pace: FM 50 kHz

 AM 9 kHz

Available disc: CD/-R/-RW (12 cm) 

Available storage media: USB devices and SD(HC) cards up to 32 GB

File system: FAT32

Playback format: WAV, WMA, MP3

Aux input: 3.5 mm stereo jack

Dimensions: 483 x 385 x 92 mm
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