
 

OMNITRONIC KVP-101 Karaoke video player
Karaoke audio/video player

Art.n.:  11050210
GTIN: 4026397295818

L'articolo non è più disponibile. 

Logistica 

EAN / GTIN: 4026397295818

Peso : 3,70 kg

Lunghezza : 0.51 m

Larghezza : 0.33 m

Altezza : 0.11 m

Descrizione :

Get on the stage!
Sometimes, Japanese culture may look strange and absurd to us. But besides Sushi there is at
least one more thing that unites us: karaoke. In the 70ies the wave of singing amateurs started
in the land of the rising sun and since then has been swashing all over the world. It has also
reached European coasts and guess what? People here love it as well. To bring up the fun
singing famous tunes we may introduce our karaoke video player. It is not only able to read a
multitude of different files, it also has two microphone inputs at its disposal and can easily adjust
the echo of the performing voices. Also a nice device for disk jockeys who want to extend their
program with video clips. Get our KVP-101 and fun is guaranteed.

Features :

- For video, MP3 and audio CDs, CD-Rs, CD-RWs
- Reads HDC, MP3, JPG, Kodak CD, WMA and DivX files
- Ideal for DJs for performing with video clips
- 2 karaoke microphone inputs via jack on the front panel or XLR on the rear panel
- Adjustable echo
- Outputs RCA, coaxial, S-Video, composite, optical
- Infrared remote control
- Incl. mounting brackets for 483 mm rack installation
- 1 U

Dati tecnici :

Alimentazione elettrica: 230 V AC, 50 Hz
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Potenza totale installata: 30,00 W

Intervallo di frequenza: 4 - 20000 Hz

Struttura della custodia: 1 U

Misure: Larghezza: 48,3 cm

 Profondità: 26 cm

 Altezza: 4,45 cm

Available disc: Standard CDs 8 and 12 cm

Video signals: NTSC, PAL

S/N ratio audio: >92 dB

Audio output: unbalanced via RCA

Audio output level: 2 Vpp

Video output level: 1 Vpp

Dimensions: 482 x 56 x 260 mm

Weight: 4 kg
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