
 

OMNITRONIC VM-100 S PRO Vocal microphone
Universal dynamic microphone

Art.n.:  13030810
GTIN: 4026397174076

L'articolo non è più disponibile. 

Logistica 

EAN / GTIN: 4026397174076

Peso : 0,55 kg

Lunghezza : 0.26 m

Larghezza : 0.13 m

Altezza : 0.07 m

Features :

- Versatile dynamic microphone with cardioid characteristic
- Ideally suited for vocals on stage with high-quality studio sound
- Sound pick-up rich in detail of drums/percussions, wind instruments and guitar amplifiers
- Particularly suitable for recording musical instruments with high SPL (up to 150 dB) and large

dynamic range

- Effective low frequency proximity effect due to flat top grille
- High protection against acoustic feedback and low gripping noise
- Low-wear reed switch, silent during operation
- Robust diecast body and solid steel basket, applicable for touring
- Incl. microphone holder and padded leatherette bag
- XLR output, delivery w/o able
- Excellent quality at a low price
- Direttività: Cardioide

Dati tecnici :

Tipo: Microfono vocale

Tipo di capsula: Dinamica

Direttività: Cardioide

Intervallo di frequenza: 50 - 16500 Hz

Interruttore: Interruttori di accensione/spegnimento

Peso: 0,40 kg
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https://www.steinigke.de/de/mpn13030810.html


Type: Dynamic

Directivity pattern: Cardioid

Impedance: 600 ohms

Sensitivity: -64 dB

Maximum SPL: 150 dB 

Connector: 3-pin XLR
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