
 

OMNITRONIC Set WMR-1M UHF receiver + SHP-i3 stereo headphones blackArt.n.:  20000244
GTIN: 

L'articolo non è più disponibile. 

Logistica Features :

OMNITRONIC WMR-1M UHF-Receiver, mono

Wireless mono audio transmission system, 823-832 MHz

- Wireless audio transmission system with UHF PLL technology
- For wireless transmission of audio line and microphone signals with one transmitter and one or

more receivers

- Duplex gap 823-832 MHz
- Compatible with MOM-10BT4 system
- Parallel use of up to 4 transmitters possible
- 16 channels selectable
- Audio line output and earphone connection via 3.5 mm jack
- Volume control
- Built-in charging function via micro USB port with LED indicator
- Supports operation and simultaneous charging
- Robust metal fixing clip
- Incl. USB charging cable and 3.5 mm audio cable
- License-free and approved in large parts of the EU (please check on a country-by-country

basis)

- Portata fino a 50m
- UHF 823 - 832 MHz Registrazione e gratuità in gran parte d'Europa
 Dotazione della fornitura
- 1 x ricevitore, 1 x cavi jack, 1 x Cavo USB, 2 x Pila, 1 x Manuale d'uso, 1 x dichiarazione di

conformità

OMNITRONIC SHP-i3 Stereo Headphones black

Sleek stereo headphones with hands-free calling and track selection
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- Closed dynamic stereo headphones
- Elegant look thanks to glass inserts
- Powerful bass-driven stereo sound 
- 40 mm driver
- Integrated hands-free calling and microphone for iPhones and other standard smartphones
- Easy one-button control lets you take calls and pause and play music
- Next track/previous track selection
- Optimal wearer-comfort due to single cable (L)
- Well-padded, adjustable headband
- Space-saving design with collapsible, rotating (180°) earcups
- Detachable, textile-braided connection cable with gold-plated 3.5 mm stereo jack
- Various colors available

Dati tecnici :

Peso: 0,48 kg

OMNITRONIC WMR-1M UHF-Receiver, mono

Alimentazione elettrica: 5V DC

 3V DC

Allacciamento elettrico: Alimentazione dell'energia elettrica tramite Micro
USB (F) versione da incasso  presente

 Pila/Batteria ricaricabile

Pila: 2 x Mignon (AA)  presente

Rapporto segnale-rumore: >80 dB

Massima: Fino a 50m

Banda di frequenza: UHF 823 - 832 MHz

Stabilità della frequenza: ± 0,01 %

Modulazione: FM

Selezione frequenza: 16 frequenze commutabili

Onda pilota: 32,768 kHz

Tipo connettore: Presa jack (mono) da 3,5 mm versione da
incasso

Controlli: Regolatore volume, Interruttore di rete, Selettore
di frequenza

LED di stato: Segnale, power

Collegamenti: Uscita: line via 1 x Presa jack (mono) da 3,5 mm
versione da incasso 1 V

 Uscita: Cuffie via 1 x Presa jack (stereo) da 3,5
mm versione da incasso

Interruttore: Interruttori di accensione/spegnimento

Materiale: Plastica

Colore: Nero

Misure: Larghezza: 6,7 cm

 Profondità: 3,0 cm

 Altezza: 11,2 cm

Peso: 0,21 kg
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OMNITRONIC SHP-i3 Stereo Headphones black

Intervallo di frequenza: 20 - 20000 Hz

Pressione acustica massima: 110 dB

Capacità di carico nominale: 100 mW

Tipo connettore: Jack da 6,3 mm (stereo); Jack da 3,5 mm (stereo)

Tipo di convertitore: Dinamica

Tipologia di struttura (cuffie): Chiuso

Peso: 0,27 kg

Transducer type: Dynamic

Speaker: 40 mm

Rated power: 100 mW

Sensitivity: 110 dB

Cable length: 150 cm

Connection: 3.5 mm stereo jack plug
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