
 

EUROLITE Outdoor Spot 70W WFL black A
70 W outdoor floodlight

Art.n.:  40000270
GTIN: 4026397218831

L'articolo non è più disponibile. 

Logistica 

EAN / GTIN: 4026397218831

Peso : 3,70 kg

Lunghezza : 0.42 m

Larghezza : 0.29 m

Altezza : 0.14 m

Features :

- Static spot
- Unsymmetrical, i.e. more light upwards than downwards
- For architectural lighting or large stage backgrounds
- Aluminum die-cast housing
- Jet-proof construction for outdoor use
- Ready for connection with silicone cable and safety-plug
- For bright 70 W discharge lamp
- Available in black, silver or white
- Liberamente configurabile
- Il dispositivo è raffreddato tramite Raffreddamento a convezione passiva
- Adatto per uso esterno IP65

Dati tecnici :

Alimentazione elettrica: 230 V AC, 50 Hz

Potenza totale installata: 90 W

Grado di protezione: IP65

Allacciamento elettrico: Pavimento cavo di alimentazione con spina di
protezione

Tipo di lampada: Lampada a scarica

Generazione del colore: Liberamente configurabile

Raffreddamento: Raffreddamento a convezione passiva

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® und Dimavery® sind Marken der Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Alle Rechte vorbehalten.Technische Änderungen und Irrtum vorbehalten. Alle Bilder ähnlich, zum Teil Symbolfotos.

https://www.steinigke.de/de/mpn40000270.html


Colore della custodia: Nero

Misure: Larghezza: 23 cm

 Profondità: 9 cm

 Altezza: 35 cm

Peso: 3,40 kg
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