
 

EUROLITE ML-56 MSD Multi Lens Spot bk
Spectrum of MSD lamps

Art.n.:  41600021
GTIN: 4026397425833

L'articolo non è più disponibile. 

Logistica 

EAN / GTIN: 4026397425833

Peso : 7,50 kg

Lunghezza : 0.29 m

Larghezza : 0.28 m

Altezza : 0.52 m

Features :

- Spot with 4 exchangeable lenses (VNSP, NSP, MFL and WFL)
- High-quality die-cast housing for highest stability
- High-quality aluminum reflector
- With color-filter frame
- Optional barndoors
- For extremely powerful MSD lamp
- Ideal for theatres, large stages and mobile use

Dati tecnici :

Alimentazione elettrica: 230 V AC, 50 Hz

Potenza totale installata: 345 W

Grado di protezione: IP20

Tipo di lampada: Lampada a scarica

Angolazione del fascio di luce (1/2 picco): VNSP 15° x 34°

 NSP 19° x 34°

 MFL 21° x 34°

 WFL 30° x 51°

Colore della custodia: Nero

Misure: Larghezza: 27,5 cm

 Profondità: 39 cm

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® und Dimavery® sind Marken der Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Alle Rechte vorbehalten.Technische Änderungen und Irrtum vorbehalten. Alle Bilder ähnlich, zum Teil Symbolfotos.

https://www.steinigke.de/de/mpn41600021.html


 Altezza: 27,5 cm

Peso: 6,80 kg

Beam angle VNSP/NSP/MFL/WFL: 15/20/21x36/30x53°

Dimensions: 275 x 275 x 390 mm

Specifiche legali  

Prodotto speciale: Non destinato all'illuminazione di ambienti
domestici

Destinazione d'uso: Illuminazione per effetti speciali
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