eurolite

EUROLITE Zeitgeist Spot 180 Floor bk Art.n.: 41608500
PRO spotlight with 10 W 6in1 LEDs GTIN: 4026397507867

L'articolo non € piu disponibile.

Features : Logistica

EAN / GTIN: 4026397507867
Peso : 9,20 kg

- Equipped with 18 HCL LEDs in the colors red, green, blue, amber, white and UV
- Functions: static colors, RGBAW+UV color mixture, automatic color change, internal programs,

dimmer, strobe effect, Master/Slave Lunghezza : 0.35 m
Larghezza : 0.30 m

Altezza : 0.48 m

- Dimmer speed (step response) adjustable

- 2,3,4,5,6,7,8,9or 10 DMX channels selectable

- DMX-controlled operation or stand-alone operation with Master/Slave function

- With color-filter frame

- Optional barndoors available

- Rugged housing and an appealing design

- Comfortable addressing and setting via Control Board with LC display and four operating
buttons

- Ideal as floor spot via additional bracket

- Locking possibility at the brackets

- Switch-mode power supply for operation between 100 and 240 volts

- Power connection via Neutrik PowerCon jack and included power cable

- Feed-through output allows to power up to 8 devices

- DMX control via any standard DMX controller

- Available in silver or in black

- 18 potenti LED

- Controllabile via RDM

- Gia pre-programmato con LightJ
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Dati tecnici :

Alimentazione elettrica:

100-240 V AC, 50/60 Hz

Potenza totale installata: 160 W
Grado di protezione: 1P20
Lunghezza cavo: 15m

Uscita di corrente:

1 x PowerCON (grigio), versione da incasso

Tipo di LED: 18

Frequenza di lampeggiamento: 1-30Hz

Canali DMX: 9

Attivazione: RDM

Pre-programmato con: Light'J

Angolazione del fascio di luce (1/10 di picco): 30°

Colore: Nero

Misure: Larghezza: 32,9 cm
Profondita: 39,5 cm
Altezza: 35 cm

Peso: 8,45 kg

DMX channels: 2/3/4/5/6/7/8/9/10

DMX connection:

5-pin and 3-pin XLR

Flash-rate:

18 Hz

Sound-control:

via built-in microphone

LED type: 10 W HCL
LED number: 18
Beam angle: 16°

Dimensions (L x W x H):

350 x 329 x 395 mm

Specifiche legali

Prodotto speciale:

Non destinato all'illuminazione di ambienti
domestici

Destinazione d'uso:

llluminazione per effetti speciali
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