
 

EUROLITE LED IP Strip 150 5m RGB 24V
Flexible 3in1 TCL RGB LED strip for indoor and outdoor use, 24 V

Art.n.:  50530190
GTIN: 4026397664720

Prezzo di listino: 59.38 €
incl. 19% IVA 

Logistica 

EAN / GTIN: 4026397664720

Peso : 0,21 kg

Lunghezza : 0.02 m

Larghezza : 0.02 m

Altezza : 0.00 m

Descrizione :

With its numerous IP LED strips, Eurolite offers light on tape for outdoor use. Eurolite presents
different stripes fulfilling the IP68 standard.

The flexible LED strips have a length of 5 meters. Unichrome versions - red, blue, green, yellow,
cool white, warm white - are complimented by two RGB versions. The single colors can be
ordered either with a wide span (150 LEDs) or with a short span (300 LEDs) between the LEDs.
The RGB versions are available in 12 V or 24 operation - LED quantities are always 150. An
optional LED controller controls the brightness and the speed of the RGB LEDs or provides
automatic run of the built-in color programs.

Supplied on a plastic reel, the LED stripes feature a self adhesive rear side for simple
installation. Color and form can be used as desired as the strips are very flexible and adaptable
to  really every venue.

Features :

- Striscia LED flessibile per l'illuminazione decorativa
- Divisibile in segmenti in modo variabile
- Parte posteriore autoadesiva
- Consegna su bobina di plastica
- 150 potenti LED SMD 5050 3in1 TCL RGB (miscela di colori omogenea)
- Controllabile via System Controller
- Adatto per uso esterno
- Per campi di applicazione come, ad esempio,: Allestimenti per fiere e negozi; club/scuole di

danza; installazione; Ristoranti, bar e hotel

- Funzionamento silenzioso
 Dotazione della fornitura

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® und Dimavery® sind Marken der Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Alle Rechte vorbehalten.Technische Änderungen und Irrtum vorbehalten. Alle Bilder ähnlich, zum Teil Symbolfotos.
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- 1 x Lampadina, 1 x Manuale d'uso

Dati tecnici :

Alimentazione elettrica: 24V DC

Potenza totale installata: 30 W

Grado di protezione: IP65

Classe di protezione: CL III

Allacciamento elettrico: Pavimento cavo di collegamento con estremità
aperte

Lunghezza cavo: Circa 0,15 m

Tipo di LED: 150 x SMD 5050 3in1 TCL RGB (miscela di colori
omogenea)

Attivazione: System Controller

Installazione/Fissaggio: Autoadesivo

Lampade/Metri: 30 Pezzo

Prestazioni/Metri: 7,2 W

Lampade/Tubo: 150 Pezzo

Distanza tra le lampade: 33 mm

Marcatura di taglio: 17 cm

Flusso luminoso (lumen) per metro: 300 lm/m

Colore della custodia: Bianco

Misure: Lunghezza: 500 cm

 Larghezza: 1 cm

 Altezza: 0,2 cm

Peso: 0,18 kg

Classificazione del rumore: Classe 0 (nessun rumore)

Classe di efficienza energetica (A - G): G
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