
 

EUROLITE VLS-100G 30k Showlaser
Green showlaser

Art.n.:  51741440
GTIN: 4026397438833

L'articolo non è più disponibile. 

Logistica 

EAN / GTIN: 4026397438833

Peso : 9,35 kg

Lunghezza : 0.46 m

Larghezza : 0.34 m

Altezza : 0.25 m

Features :

- Laser with the classification 3B
- Operation: ILDA, DMX512, auto, sound-active
- Effects: layers, grids, tunnels, waves, writing, graphics, animation
- For DMX-operation on the rear panel: X and Y size adjustment
- Laser safety by integrated scan control, interlock with mechanic shutter, key switch for locking

startup

Dati tecnici :

Alimentazione elettrica: 230 V AC, 50 Hz

Potenza totale installata: 30,00 W

Misure: Larghezza: 44 cm

 Profondità: 32 cm

 Altezza: 20,5 cm

Peso: 8,55 kg

DMX channels: 13

DMX connection: 3-pin XLR

ILDA connection: 25-pin SUB-D

Maximum optical power: 100 mW

Laser classification: 3B

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® und Dimavery® sind Marken der Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Alle Rechte vorbehalten.Technische Änderungen und Irrtum vorbehalten. Alle Bilder ähnlich, zum Teil Symbolfotos.

https://www.steinigke.de/de/mpn51741440.html


Wavelength: 532 nm

Laser module: Green 100 mW

Beam: 5 mm @ output

Scanning speed: 30000 pps @ 8° ILDA

Beam divergence: <1.8 mrad

Dimensions without bracket (L x W x H): 440 x 320 x 205 mm
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