
 

FUTURELIGHT DMD-512 DMX Monitor Driver
Convenient DMX monitor driver

Art.n.:  51834650
GTIN: 4026397336047

L'articolo non è più disponibile. 

Logistica 

EAN / GTIN: 4026397336047

Peso : 1,17 kg

Lunghezza : 0.40 m

Larghezza : 0.11 m

Altezza : 0.09 m

Features :

- For equipping simple DMX controllers with monitor, mouse, keyboard and PC connection
- 1024 control channels
- 3 working modes: DMX receiver (2 x 512 channels), DMX converter (1 x 512 channels), DMX

controller (1024 channels)

- Comfortable adjustement of different parameters
- Change channel values
- Group DMX-channels
- DMX-channels can be inverted
- Include virtual Master Fader
- Built-in clock
- Recommended monitor resolution 1280 x 1024 pixels, 60 Hz
- Può ricevere ed elaborare fino a &s canali DMX: 1024
- Può inviare fino a 1024 canali DMX
- Controllabile via DMX
- Interfaccia
- Made in Europe

Dati tecnici :

Alimentazione elettrica: 230 V AC, 50 Hz

Potenza totale installata: 6,00 W

Grado di protezione: IP20

Classe di protezione: CL III
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https://www.steinigke.de/de/mpn51834650.html


Canali DMX: Ingresso 1024

 Uscita 1024

Ingresso DMX: 2 x XLR (M) a 3 poli versione da incasso

Uscita DMX: 2 x XLR (F) a 3 poli versione da incasso

Attivazione: DMX

Colore della custodia: Nero

Colore: Nero

Struttura della custodia: Interfaccia

Misure: Larghezza: 31,5 cm

 Profondità: 7,5 cm

 Altezza: 6,8 cm

Peso: 1,01 kg
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