
 

EUROLITE LED PAR-64 RGBA 10mm Floor black
PAR spot with 177 LEDs in the colors red, green, blue, amber & double brackets

Art.n.:  51916470
GTIN: 4026397389616

L'articolo non è più disponibile. 

Logistica 

EAN / GTIN: 4026397389616

Peso : 2,80 kg

Lunghezza : 0.25 m

Larghezza : 0.25 m

Altezza : 0.39 m

Descrizione :

Eurolite offers its favorite LED PAR-64 Spots including amber colored LEDs in addition to the
primary colors red, green and blue. By adding the color amber, the RGB color mixing can be
"warmed up" individually with the fourth color. You will have wider range of opportunities for
lighting design: warm colors create a cozy atmosphere in bars, lounges or at exhibition stands -
child's play for the RGBA-Spots!

Features :

- 4 or 6 DMX channels selectable for numerous applications
- Equipped with 177 x 10 mm LEDs: 30 x red, 48 x green, 54 x blue and 45 x amber
- Sound-control via built-in microphone
- Beam angle approximately 36°
- Locking possibility at the mounting bracket
- Ideal as floor spot via additional bracket
- Control panel with 3 buttons and LED display
- Preset (internal programs)
- RGBA color change
- DMX-controlled operation or stand-alone operation with Master/Slave function
- Dimmer and strobe settings via DMX
- Ready for connection with power cord and plug
- Also available as spot version
- Available in silver or black
- For illuminating e.g. mirror balls, entrance or counter areas or as basic illumination
- Advantages of LED technology: long life of the LEDs, low power consumption, minimal heat

emission, defacto maintenance free with brilliant light radiation

- DMX512 control via regular DMX controller
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- 177 potenti LED 10 mm R/G/B/A (miscela di colori omogenea)
- Effetto stroboscopico
- Controllabile via stand-alone; DMX; controllo della musica via microfono
- Già pre-programmato con Light´J
- With a beam angle of 36°

Dati tecnici :

Alimentazione elettrica: 230 V AC, 50 Hz

Potenza totale installata: 27 W

Grado di protezione: IP20

Allacciamento elettrico: Pavimento cavo di alimentazione con spina di
protezione

Tipo di lampada: Lampada a LED

Tipo di LED: 177 x 10 mm R/G/B/A (miscela di colori
omogenea)

Canali DMX: 4; 6

Attivazione: Stand-alone; DMX; controllo della musica via
microfono

Pre-programmato con: Light´J

Angolazione del fascio di luce: 36°

Angolazione del fascio di luce (1/2 picco): 36°

Colore della custodia: Nero

Misure: Larghezza: 28 cm

 Profondità: 26 cm

 Altezza: 38 cm

Peso: 2,45 kg

DMX connection: 3-pin XLR

Specifiche legali  

Prodotto speciale: Non destinato all'illuminazione di ambienti
domestici

Destinazione d'uso: Illuminazione per effetti speciali
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