
 

EUROLITE DXT DMX Art-Net Node IV
Art-Net interface for output of 2048 DMX channels

Art.n.:  70064853
GTIN: 4026397671414

L'articolo non è più disponibile. 

Logistica 

EAN / GTIN: 4026397671414

Peso : 1,00 kg

Lunghezza : 0.33 m

Larghezza : 0.23 m

Altezza : 0.06 m

Descrizione :

The DXT DMX Art-Net Node IV is part of Eurolite's DXT series, which consists of high-
performance and reliable DMX tools made in Germany. The Node IV features four channels that
can output up to 512 DMX channels each or control up to 2048 channels. It provides four
Neutrik XLR and two etherCON connectors. The second etherCON connector enables daisy-
chaining of the network connection with multiple devices. The device can be configured with an
integrated OLED display, via Art-Net or with a website.

Features :

- 2 etherCON network connections
- Link and activity LED for each network port
- Supported by all applications with Art-Net output
- ArtDMX reception via Broadcast or Unicast
- Configuration with OLED display, website or Art-Net
- Available settings: IP address / Subnet mask / Art-Net ShortName / Art-Net LongName / Art-Net

Net / Art-Net Subnet / Art-Net Universe

- DMX refresh rate: 40 Hz or 20 Hz
- Può inviare fino a 2048 canali DMX
- Controllabile via Art-Net
- Schermo OLED
- Collegamento a innesto NEUTRIK installato
- Custodia per mixer  1 U
- Montaggio su rack (19") 48,3 cm (opzionale)
- Made in Germany
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Dati tecnici :

Alimentazione elettrica: 100-240 V AC, 50/60 Hz

 12V DC 1000 mA

Potenza totale installata: 3 W

Grado di protezione: IP20

Allacciamento elettrico: Alimentazione dell'energia elettrica tramite
connettore a vite a 4 poli (M) versione da incasso
cavo di alimentazione con alimentatore a spina

Canali DMX: Uscita 2048

Uscita DMX: 4 x XLR (F) a 3 poli versione da incasso

Connessione di rete: Protocol: Ethernet TCP/IP via 2x RJ-45 etherCON
(F) versione da incasso, 10/100 Mbit/s

 Standard: IEEE 802.3u

Attivazione: Art-Net

Tipo di display: Schermo OLED

Controlli: Encoder

LED di stato: Segnale, Link

Uso del marchio: Collegamento a innesto NEUTRIK installato

Colore: Nero

Struttura della custodia: Custodia per mixer  1 U

 Montaggio su rack (19") 48,3 cm (opzionale)

Misure: Larghezza: 20 cm

 Profondità: 9,8 cm

 Altezza: 4,1 cm

Peso: 0,85 kg
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